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ABSTRAK  
 
 
 
 
 Aloi magnesium sebagai bahan implan biodegradasi telah diperkenalkan kepada 
ortopedik dan pakar pembedahan trauma sejak beberapa abad yang lepas. Magnesium tulen 
biasanya mempunyai saiz bijian yang besar. Fenomena ini boleh memnyebabkan kekuatan pada 
bahan tersebut menjadi semakin lemah dalam sifat-sifat mekanik. Oleh sebab itu, dengan 
mengaloi magnesium tulen, ia boleh menjadikan bahan lebih kuat khas untuk sifat-sifat mekanik 
dan struktur. Dalam projek ini, kesan suhu mengelek ke atas sifat-sifat aloi Mg0.7Ca 
biodegradasi dikaji. Aloi telan dileburkan dan dituang dengan mengunakan teknik tuangaan die 
graviti dan digelek dengan lima suhu yang berlainan 165ºC, 225°C, 285ºC, 345°C dan 405°C 
dengan pengurangan sebanyak 1mm, 2mm dan 3mm. Struktur mikro pada sampel dianalisis oleh 
optik dan imbasan mikroskop elektron bersama-sama dengan pembelauan sinar-X. Untuk 
menentukan sifat-sifat mekanik, aloi tuangan dan aloi gelek yang telah melalui ujian tegasan dan 
ujian kekerasan. Hasilnya, kadar purata tegasan tertinggi aloi gelek dicapai pada suhu 345ºC dan 
nilainya adalah 158MPa dan aloi tuangan nilainya adalah 101MPa. Walaubagaimanapun, dengan 
peningkatan suhu dan pengurangan memberikan nilai kekerasan yang rendah. Untuk 
menentukan kelakuan kakisan aloi, ujian elektrokimia telah dijalankan ke atas sampel dalam 
simulasi bendalir badan. Hasil menunjukkan bahawa, semakin meningkat suhu mengelek 
ditambah dengan pengurangan, semakin meningkatlah kadar hakisan pada aloi. Walaupun proses 
mengelek memperbaiki kekuatan bahan, tetapi ia tidak memenuhi syarat kakisan aloi dalam 
implan biodegradasi. 
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ABSTRACT 
 
 
 
 
 Magnesium alloys as biodegradable implants have been introduced to the 
orthopedic and trauma surgery since past several centuries. Pure magnesium tended a 
large grain size and as a result of these phenomena will be weakening in mechanical 
properties. Consequently, by alloying the pure magnesium makes the material stronger 
instate of mechanical properties and it structure. In this present project, the effects of 
rolling temperature on properties of biodegradable Mg0.7Ca alloy were investigated.  
Alloy was cast by gravity die casting and rolled with five different temperatures 165ºC, 
225ºC, 285ºC, 345ºC and 405ºC with reduction of 1mm, 2mm and 3mm. Microstructure 
of the sample was analyzed by optical and scanning electron microscope together with 
X-ray diffraction. To determine the mechanical properties, as-cast and as-rolled was 
through a tensile test and hardness test. As a result, the highest average maximum tensile 
stress was achieved at 345ºC that is 158 MPa and as-cast was 101MPa. However, by 
increasing the temperature and reduction gives a low hardness value. To determine the 
corrosion behavior of the alloy, electrochemical test was conducted on the sample in 
simulated body fluid. The result shows, by increasing the temperature of the rolling 
process support by reduction, were increasing the corrosion rate of some degree of the 
alloy. Although rolling process improved the strength, it does not satisfy the corrosion 
behavior of the alloy in implant application.    
 
  
 
 
 
 
 
